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FIRE RATED OPTIONS
FIBERGLASS DOORS

PRODUCT: 
ODL Fiberglass Satin Smooth Texture Fire Rated Door.

FIRE CLASS AND FEATURED STANDARDS: 
20 minute Fire Rated Category B door; UL 10C; UL 10B; NFPA 252.

FIRE RESISTANCE AND APPLICATION: 
20 minute Positive Pressure without Hose Stream.  
Must be installed in accordance with NFPA 80. 
Category "B" Door requires a listed category "G" gasket in positive pressure applications. 
Smoke and Draft door rating requires a listed category "H" gasket.

PRODUCT DESCRIPTION: 
Fiberglass face, fire-resistant PU foam core door. 
4" LSL stiles with maple wood caps. 
Flush and embossed door designs. 
20 minute mylar fire label applied or custom label for authorized customers.

SIZES: 
Max size opening: 3ʹ0" wide x 6ʹ8" high, door thickness: 1 3/4". 

LIMITATIONS: 
Single units only. Approved for cylindrical latch and dead bolt–maximum 2 3/4" backset. 
Permitted surface mounted listed and labeled hardware. 

Flush 6 Panel 6 Panel
Narrow

2 Panel 
Square

3 Panel 
Craftsman
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6 Panel 3 Panel 2 Panel 3/4 Top

2 Panel Camber 
Plank

Euroline 6 4 Panel Urban 3 Panel Urban 3 Panel  
Craftsman Urban

2 Panel Square 2 Panel Camber

FIRE RATED OPTIONS
WOOD-EDGE & STEEL-EDGE STEEL DOORS

PRODUCT: 
ODL Steel Mark® and Steel Mark® Plus Wood Edge and Steel Edge options with PU Foam Core.

FIRE CLASS AND FEATURED STANDARDS: 
20 minute Fire Rated Category B door; UL 10C; UL 10B; NFPA 252.

FIRE RESISTANCE AND APPLICATION: 
Wood Edge: 20 minute Positive Pressure with Hose Stream. 
Steel Edge: 20 minute Positive Pressure without Hose Stream. 
Must be installed in accordance with NFPA 80. 
Category "B" Door requires a listed category "G" gasket in positive pressure applications. 
Smoke and Draft door rating requires a listed category "H" gasket.

PRODUCT DESCRIPTION:   
Steel skin 24ga wood edge door with PU foam core. 
Steek skin 24ga steel edge door with PU foam core. 
Flush and embossed door designs. 
20 minute metal fire label applied or custom label for authorized customers.

SIZES: 
Max size opening: 3ʹ0" wide x 6ʹ8" high, door thickness: 1 3/4". 

LIMITATIONS: 
Single units only. Approved for cylindrical latch and dead bolt–maximum 2 3/4" backset. 
Permitted surface mounted listed and labeled hardware. 

Flush
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ADA OPTIONS
AMERICANS WITH DISABILITIES ACT  
COMPLIANT FIBERGLASS DOORS

6'8"  
Flush

7'0"  
Flush

8'0"  
Flush

6'8"  
6 Panel

7'0"  
6 Panel

6'8"  
2 Panel Square

7'0"  
2 Panel Square

PRODUCT: 
ODL Fiberglass residential door series 
ideal for multi-family applications

FEATURES AND BENEFITS:

• 10" bottom rail enables kick place to 
be installed

• Pairs with ADA compliant 22x60 or 
22x76 ODL doorglass sizes for Flush 
doors
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SDL KITS
FIBERGLASS DOOR ACCESSORIES

Narrow 1 ⅛″ SDL bar

Wide 3½″ SDL flat bar, comes in 25" lineals
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DENTIL SHELVES
FIBERGLASS DOOR ACCESSORIES

FIG. 1 FIG. 2

DENTIL SHELF INSTALLATION 
FIBERGLASS AND HD STEEL CRAFTSMAN DOORS
STEP 1. �Lay the door on a clean, flat surface with the exterior of the door facing up.  

Clean the door to remove all dirt and debris using a mild soap and 
water solution. Thoroughly rinse the door with clean water to remove any 
soap residue. Door must be completely dry prior to dentil shelf installation.

STEP 2. �Before applying the adhesive tape, place the dentil shelf at the desired 
location on the door panel. The shelf should be centered on the width of  
the door and parallel to the glass opening. The shelf should also be  
centered between the glass opening (flush glazed doors), or doorglass 
frame and the vertical embossments on the panel. Once located, lightly 
mark the position on the door with a graphite pencil along the top and 
sides of the shelf. 

	 See Fig. 1.

STEP 3. �Lightly sand ONLY the backside of the dentil shelf where the adhesive 
strip will be applied. Ensure the surface is dry and free of all dust, dirt, and  
debris. Without removing the adhesive liner place the adhesive strip 
against the shelf to determine correct fit. Any protruding portions of the 
adhesive strip should be trimmed prior to installation. 

STEP 4. �Remove the protective liner on one side only of the adhesive strip and 
carefully align the adhesive strip with the dentil shelf. Ensure good  
contact of the adhesive strip and the dentil shelf by applying pressure.

STEP 5. �Remove the other side of the protective liner and using the pencil marks, 
locate the shelf on the door panel. Apply firm pressure to the dentil shelf 
to ensure proper adhesion. 

	 See Fig. 2.

23 1/2" x 3 1/2" 23 3/4" x 2 1/2"

4 Block Dentil Shelf 2 Tier Dentil Shelf
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CLEANING &  
FINISHING INSTRUCTIONS
FIBERGLASS DOORS

CLEANING
Clean the door with a clean, lint-free cloth, removing all dust and foreign debris. For light cleaning, a one part vinegar  
to ten parts water mixture can be used. For tough dirt removal, use denatured alcohol or mineral spirits making sure all 
residue is removed by turning the cloth often while cleaning. Allow the door to dry thoroughly. DO NOT USE SANDPAPER 
OR LACQUER THINNER AS IT MAY DAMAGE THE FIBERGLASS SURFACE. 

PAINTING
Clean the door as outlined in the cleaning section. Wipe dry with a clean cloth before the denatured alcohol or mineral 
spirits dries. Be sure surface is completely clean and dry before proceeding.

It is recommended that you use high quality exterior grade acrylic latex products to paint your door. Apply paint only when 
both air and door temperatures are above 50º F. Paint can be spray applied, brushed or roll applied. Spray application is 
recommended for large surface areas to achieve optimum appearance. Be sure to paint all six sides of the door. If glass  
is installed in the door, follow painting instructions for the doorglass frame provided. Allow to completely dry before  
installing any hardware. 

STAINING
Clean the door as outlined in the cleaning section. Wipe dry with a clean cloth before the denatured alcohol or mineral 
spirits dries. Be sure surface is completely clean and dry before proceeding.

Apply an even amount of good quality exterior solvent-based stain, or a gel stain recommended for fiberglass doors. For 
best results, apply stain with a foam brush or lint free cloth, one section of the door at a time, starting with the embossed 
panels first and then the flat sections.

Work the stain into the grain using a circular motion. Before stain dries completely, wipe the surface in the direction of the 
grain with a clean cheesecloth or rag to remove any excess stain. Tip: Use a dry, soft china bristle brush to feather out lap 
marks and to blend the stain. Remove any excess stain on the brush by wiping on a dry cloth. Then feather the stain until 
desired color is reached.

If a darker appearance is desired, apply a second coat after the first coat dries. Follow the stain manufacturer’s instructions  
to apply and wipe the stain with a brush or rag. Repeat the staining process on the remaining unstained sides of the  
door after one side is stained and has completely dried.

Allow stain to dry per manufacturer’s recommendations (may take up to 48 hours). Spray on at least one coat of clear  
exterior grade polyurethane with UV inhibitors. THE FIRST COAT MUST BE SPRAYED ON. Additional coats may be  
sprayed or brushed on. Repeat process on the remaining unfinished sides of the door. Allow to completely dry before  
installing any hardware.
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CLEANING &  
FINISHING INSTRUCTIONS
STEEL DOORS

CLEANING
In most cases, simply washing the door with plain water using a garden hose or pressure spray will be adequate. However, 
in areas where dirt collection is heavier or mildew has occurred, the following solution is recommended to remove these 
build-ups:

•	 1/3 cup dry powered detergent (such as Tide®)

•	 2/3 cup trisodium phosphate (such as Soilax®)

•	 1 quart sodium hypochlorite 5% solution (such as Clorox®)

•	 3 quarts water

Note: It is advisable to use rubber gloves when handling this solution.

A stiff bristle brush may be useful for an embossed door. To minimize streaking, always wash from the bottom to the top. 
A clean water rinse should follow immediately.

Strong solvents and abrasive type cleaners should be avoided to prevent any permanent damage to the finish.  
Remove caulk compounds, oil, grease, tars, wax and similar substances with mineral spirits only to those affected areas.

Follow with detergent cleaning and clear water rinsing. Be sure to rinse thoroughly.

PAINTING
Clean the door as outlined in the cleaning section. Wipe dry with a clean cloth before the mineral spirits dries.  
Detergent cleaning is not necessary at this point.

To achieve maximum paint adhesion, you should lightly scuff the door with 400 grit sandpaper or fine steel wool.  
Be sure to remove dust particulate by wiping with a damp cloth. Allow to dry completely.

It is recommended that you use hight quality acrylic latex products to paint your door.  Apply paint only when both air  
and door temperatures are above 50º F. Paint can be spray applied, brushed or roll applied. Spray application is  
recommended for large surface areas to achieve optimum appearance.
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ADJUSTABLE  
HINGE INSTRUCTIONS
STEEL EDGE DOORS

FIG. 2 
FACTORY PRESET

FIG. 3 
UP ADJUSTMENT

FIG. 4 
DOWN ADJUSTMENT

FIG. 5 
IN ADJUSTMENT

FIG. 6 
OUT ADJUSTMENT

	 TOOLS AND MATERIALS NEEDED
	 • Pencil	   
	 • Phillips Head Screwdriver
	 • Pry Bar
	 • Measuring Tape
	 • Safety Glasses
STEP 1.	ADD REFERENCE MARKS
	 �Determine proper fit and  

use a pencil to make  
reference marks between  
the door and top and side  
of hinge. See Fig. 1.

STEP 2.	LOOSEN HINGE SCREWS
	� Loosen hinge screws using a Phillips head  

screwdriver (do not completely remove screws).

STEP 3.	BREAK TEMPORARY BOND
	� The door is prepped for hinges using factory preset  

locations that are temporarily bonded in place place.

	 �To adjust your door it is necessary to break the  
temporary bond by using a pry bar at the bottom  
hinge side of the door. Apply force upwards. Use  
caution to avoid damage to the door sweep. Once  
the bond is broken the hinge reinforcement plates  
in the door will move freely. See Fig. 2.

FIG. 1

STEP 4.	�ADJUSTMENT DETAILS  
	 �The door can be vertically adjusted 5/8" and 1/8" in or out.

STEP 5.	UP/DOWN ADJUSTMENTS
	 �To adjust up or down use the pry bar to lift the door to  

desired height then tighten the screws on all three 
hinges. See Fig. 3 & 4.

STEP 6.	TOP IN/OUT ADJUSTMENTS
	 ��For top in/out adjustment, use the pry bar to lift the 

door to desired height then tighten all screws on  
the bottom hinge. Adjust door in/out as needed then 
tighten screws on remaining hinges. See Fig. 5 & 6.

STEP 7.	BOTTOM IN/OUT ADJUSTMENTS

	 �For bottom in/out adjustment, use the pry bar to lift 
the door to desired height then tighten all screws 
on the top hinge. Adjust door in/out as needed then 
tighten screws on remaining hinges. See Fig. 5 & 6.

STEP 8.	FINAL STEP

	�� When complete, double check that all hinge screws 
are sufficiently secure.
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